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MICRO CONNECTORSNEW

The Circular Subminiature Series delivers compact, high-performance connectors 
for military and aerospace use. With lightweight shells, multiple locking options, 
and flexible configurations across several series, they’re built for reliability in 
space-constrained, mission-critical environments.
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Connector Series Hardware — Wiring — Tail Options

Connector Options
SR = Strain relief
OR = O-ring
BXXX = Overmould (Consult with factory)

Wired Options
WMXX = Standard wire configurations per M32139
WXXX = Standard panel mount wired configurations per M32139
CXXX = Catalog wiring options
DXXX = Catalog wiring options with integrated backshell

Consult Sales

Nano

NC05L = C05 Series
NC08L = C08 Series
NCT9L = C19 Series Thread Lock
NCL9L = C19 Series Bayonet Lock
NC19L = C19 Series Breakaway 
NC39KL = C19 Series Keyed 

C05L = C05 Series
C08L = C08 Series
CT9L = C19 Series Thread Lock
CL9L = C19 Series Bayonet Lock
C19L = C19 Series Breakaway 
C39KL = C19 Series Keyed 

Ultra-Compact 
Nano-D with 0.025” spacing. 
50% smaller than Micro-D.

Specification 
Built to MIL-DTL-32139 for  
mission-critical use.

Micro
Compact 
Micro-D contacts with  
0.050” spacing

Specification 
Built to MIL-DTL-83513 for  
mission-critical use.

NC05L  -  N  25  S  -  VM  T  H  1  -  XXXNC05L  -  N  25  S  -  VM  T  H  1  -  XXX

Shell Plating

Connector Series

Connector Series

Connector Series

Hardware — Wiring — Tail Options

Gender
P = Plug (Pin)
S = Receptacle (Socket)

04 07 10 19 22 31 37 44 55

Connector Size (Number of Contacts)

05 12 16 27 39

06 11 16 28 39

03 04 07 10 19 22

Micro

Nano

Standard

Standard

Available

Available

Connector Options
SR = Strain relief
OR = O-ring
BXXX = Overmould (Consult with factory)

Wired Options
WMXX = Standard wire configurations per M32139
WXXX = Standard panel mount wired configurations per M32139
CXXX = Catalog wiring options
DXXX = Catalog wiring options with integrated backshell

Consult SalesCXXX = Micro circular
NCXXX = Nano circular
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